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3.    Manufacturer:

4.    System of assessment and verification of  

       constancy of performance:

5.    Harmonised standard:

       Notified body:

1.    Unique identification code of the product-type:

DECLARED  PERFORMANCES:

Saros Design Spanndecken Vertriebs GmbH,

Jusiweg 10, 73734 Esslingen, Germany

System 3

EN 14716:2004

“Center for Testing and European Certification” LTD

2 Industrialna Street, Stara Zagora, Bulgaria NB 1871

Stretched Ceilings Saros Design SD-SH 200, SD-SH 320, SD-SH 500

Ceiling panel in the inside area according to customised 

dimensions. Types: laquered, matt, satin. With and without print. 

No restrictions in use.

according Annex III of the Regulation (EU) No 305/2011

amended by Commissions delegated Regulation (EU) No 574/2014

no. SD2015-235

DECLARATION OF CONFORMITY

Essential characteristics Performance Harmonized technical specification

The performance of the product identified above is in conformity with the set of declared performances.

This declaration of performance is issued, in accordance with Regulation (EU) No 305/2011, under the sole responsibility of 

the manufacturer identified above.

Signed for and on behalf of the manufacturer by:

I.Verbov

General Manager

EN 14716: 2004

Esslingen, March, 20th 2015

2.    Intended use:

0,17 mm

< 50 g/m2 je 24h

0

Reaction to fire

Nominal thickness of material

Water vapour permeability

Pb, Sb, As, Ba, Cd, Cr, Hg, Se. Not detected

Migration of certain elements

Durability

< 10 mg/kgVinyl chloride monomer

Direct to the material ≥ 140%
Cross to the material ≥ 150%

Q ≥ 0,5

Elongation at break of material

Direct to the material ≥ 12 N/mm2
Cross to the material ≥ 10 N/mm2

Breaking strength of assembly

Relative strength of welds

Susceptibility to the development 

of microorganisms




